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Alprene Compression Fittings Availability List 
 

Size Item Rahn Part # 
¾" Coupling ALP-COU-75 
1" Coupling ALP- COU-1 
1-¼" Coupling ALP- COU-125 
1-½" Coupling ALP- COU-150 
2" Coupling ALP- COU-2 
3" Coupling ALP- COU-3 
   
¾" Male Adapter ALP-MAL-75 
1" Male Adapter ALP- MAL-1 
1-¼" Male Adapter ALP- MAL-125 
1-½" Male Adapter ALP- MAL-150 
2" Male Adapter ALP- MAL-2 
3" Male Adapter ALP- MAL-3 
   
1-¼" Female Adapter ALP-FEM-125 
   
1-½" Repair Coupling ALP-REP-150 
2" Repair Coupling ALP- REP-2 
3" Repair Coupling ALP- REP-3 
   
2" x 1-½" Reducing Coupling ALP-RED-2X15 
3 x 2" Reducing Coupling ALP-RED-3X2 
   
¾" Equal Tee ALP-TEE-75 
1" Equal Tee ALP-TEE-1 
1-¼" Equal Tee ALP-TEE-125 
1-½" Equal Tee ALP-TEE-150 
2" Equal Tee ALP-TEE-2 
3" Equal Tee ALP-TEE-3 
   
¾" Female Tee ALP-FTE-75 
1" Female Tee ALP-FTE-1 
1-¼" Female Tee ALP-FTE-125 
1-½" Female Tee ALP-FTE-150 
2" Female Tee ALP-FTE-2 
   
¾" Elbow ALP-ELB-75 
1" Elbow ALP-ELB-1 
1-¼" Elbow ALP-ELB-125 
1-½" Elbow ALP-ELB-150 
2" Elbow ALP-ELB-2 
3" Elbow ALP-ELB-3 
   
¾" End Cap ALP-END-75 
1" End Cap ALP-END-1 
1-¼" End Cap ALP-END-125 
1-½" End Cap ALP-END-150 
2" End Cap ALP-END-2 
3" End Cap ALP-END-3 
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Alprene Tapping Saddles Availability List 
 

Type Rahn Part # Pipe Size Outlet Size 
Standard ALP-SAD-75S 3/4" 1/2" 
Golf ALP-SAD-75G 3/4" 1/2" 
Premier ALP-SAD-75P 3/4" 1/2" 
        
Standard ALP-SAD-1S 1" 1/2" - 3/4" 
Golf ALP-SAD-1G 1" 1/2" - 3/4" 
Premier ALP-SAD-1P 1" 1/2" - 3/4" 
        
Standard ALP-SAD-125S 1-1/4" 1/2" - 1" 
Golf ALP-SAD-125G 1-1/4" 1/2" - 1" 
Premier ALP-SAD-125P 1-1/4" 1/2" - 1" 
        
Standard ALP-SAD-150S 1-1/2" 1/2" - 1-1/4" 
Golf ALP-SAD-150G 1-1/2" 1/2" - 1-1/4" 
Premier ALP-SAD-150P 1-1/2" 1/2" - 1-1/4" 
        
Standard ALP-SAD-2S 2" 1/2" - 1-1/2" 
Golf ALP-SAD-2G 2" 1/2" - 1-1/2" 
Premier ALP-SAD-2P 2" 1/2" - 1-1/2" 
Premier ALP-SAD-2W 2" 1/2" - 1-1/2" 
        
Standard ALP-SAD-250S 2-1/2" 1/2" - 2" 
Golf ALP-SAD-250G 2-1/2" 1/2" - 2" 
Premier ALP-SAD-250P 2-1/2" 1/2" - 2" 
        
Standard ALP-SAD-3S 3" 1/2" - 2" 
Golf ALP-SAD-3G 3" 1/2" - 2" 
Premier ALP-SAD-3P 3" 1/2" - 2" 
        
Standard ALP-SAD-4S 4" 1/2" - 2" 
Golf ALP-SAD-4G 4" 1/2" - 2" 
Premier ALP-SAD-4P 4" 1/2" - 2" 
Standard ALP-SAD-4SW 4" 3/4" - 2" 
Premier ALP-SAD-4PW 4" 3/4" - 2" 
        
Standard ALP-SAD-6S 6" 1" - 2" 
Golf ALP-SAD-6G 6" 1" - 2" 
Premier ALP-SAD-6P 6" 1" - 2" 
Premier ALP-SAD-6P 6" 3" - 4" 
        
Standard ALP-SAD-8S 8" 1" - 2" 
Golf ALP-SAD-8G 8" 1" - 2" 
Premier ALP-SAD-8P 8" 1" - 2" 
Premier ALP-SAD-8P 8" 3" - 4" 
        
Premier ALP-SAD-10P 10" 2" - 4" 
        
Premier ALP-SAD-12P 12" 4" 
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Bolt-On (Premier) 

 
Dimensions 
Nom. Pipe 

Size Outlet Size PSI 
Rating IDDim. Flange 

Dim. 
Length 
Dim. 

Height 
Dim. # of Bolts 

¾" ½" 160 0.98 3.1 1.93 2.4 2 
1" ½ - ¾" 160 1.26 3.1 1.93 2.4 
1-¼" ½ - 1" 160 1.58 3.4 2.44 2.8 2 
1-½" ½ - 1-¼" 160 1.85 3.4 2.44 3.23 2 
2" ½ - 1-½" 160 2.27 3.9 2.44 3.78 4 
3" ½ - 2" 160 3.35 5.4 3.42 4.6 4 
4" ½ - 2" 160 4.33 5.9 3.89 5.9 4 
6" ¾ - 2" 160 6.35 8.9 4.48 8.46 4 
6" 3 - 4" 80 6.35 8.9 5.59 8.74 6 
8" 1 - 2" 160 8.46 11.3 5.71 11.29 6 
8" 3 - 4" 80 8.46 11.3 6.84 11.61 6 
10" 2" 160 DOR DOR DOR DOR 6 
10" 3 - 4" 80 DOR DOR DOR DOR 6 
12" 2" 160 DOR DOR DOR DOR 6 

Polypropylene Body, UV Stabilized 
Stainless Steel Fasteners 
Stainless Steel Reinforced Outlets 
¾" to 12" Mains, ½" to 4" Outlets 

Compression Male  
Adapters 

 
Dimensions 

Nom. Pipe 
Size PSI Rating Dim. A Dim. B Dim. C Dim. E 

¾" 200 3.31 2.48 2.13 1.10 
1" 200 3.62 2.76 2.51 1.35 
1-¼" 200 4.72 3.66 3.21 1.71 
1-½" 200 5.20 4.01 3.66 2.08 
2" 200 6.14 4.68 4.60 2.56 
3" 200 8.28 6.61 6.29 3.66 

Polypropylene Body, UV Stabilized 
True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe 
¾" to 3" IPS Sizes 
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Compression Couplings 

Dimensions 
Nom. Pipe 

Size PSI Rating Dim. A Dim. B Dim. C Dim. E 

¾" 200 4.9 2.36 2.13 1.1 
1" 200 5.2 2.52 2.52 1.36 
1-¼" 200 7.4 3.6 3.21 1.71 
1-½" 200 8.15 4.02 3.66 2.09 
2" 200 9.76 4.80 4.60 2.56 
3" 200 12.68 6.22 6.30 3.66 

Polypropylene Body, UV Stabilized, True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe, ¾" to 3" IPS Sizes 

Compression Tee 

 
Dimensions 

Nom. Pipe 
Size PSI Rating Dim. A Dim. B Dim. C Dim. E 

¾" 200 6.02 2.28 2.13 2.99 
1" 200 6.89 2.56 2.52 3.46 
1-¼" 200 9.37 3.46 3.20 4.64 
1-½" 200 10.19 3.78 3.66 5.04 
2" 200 12.48 4.45 4.61 6.30 
3" 200 18.60 7.20 6.30 5.51 

Polypropylene Body, UV Stabilized, True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe, ¾" to 3" IPS Sizes 

Compression Elbow 

 
Dimensions 

Nom. Pipe 
Size PSI Rating Dim. E Dim. C Dim. H 

¾" 200 1.10 2.12 3.03 
1" 200 1.35 2.52 3.34 
1-¼" 200 1.71 3.21 4.60 
1-½" 200 2.09 3.66 5.04 
2" 200 2.56 4.60 6.29 
3" 200 3.66 6.30 9.25 

Polypropylene Body, UV Stabilized, True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe, ¾" to 3" IPS Sizes 
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Compression Female 
Adapters 

 
Dimensions 

Nom. Pipe 
Size PSI Rating Dim. A Dim. B Dim. C Dim. E 

¾" 200 3.42 2.46 2.12 1.10 
1" 200 3.62 2.63 2.51 1.35 
1-¼" 200 4.64 3.50 3.21 1.72 
1-½" 200 5.04 3.90 3.66 2.09 
2" 200 6.33 5.04 4.60 2.56 
3" 200 7.71 6.10 6.29 3.66 

Polypropylene Body, UV Stabilized, True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe, ¾" to 3" IPS Sizes 

Compression Female Tee 

Dimensions 
Nom. Pipe 

Size PSI Rating Dim. A Dim. C Dim. E Dim. H 

¾" 200 6.02 2.12 1.10 2.07 
1" 200 6.90 2.52 1.36 2.34 
1-¼" 200 9.37 3.43 1.73 2.08 
1-½" 200 10.23 3.66 2.08 2.46 
2" 200 12.48 4.61 2.56 2.76 
3" 200 18.58 6.20 3.66 3.96 

Polypropylene Body, UV Stabilized, True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe 
¾" to 3" IPS Sizes, Outlet Size Same as Main 

End Cap 

 
Dimensions 

Nom. Pipe 
Size PSI Rating Dim. A Dim. B Dim. C Dim. E 

¾" 200 2.63 2.46 2.12 1.10 
1" 200 2.71 2.52 2.52 1.36 
1-¼" 200 3.90 3.58 3.21 1.71 
1-½" 200 4.37 3.97 3.66 2.08 
2" 200 6.22 4.72 4.60 2.56 
3" 200 8.50 6.61 6.30 3.66 

Polypropylene Body, UV Stabilized, True Stab Assembly, No Inserts 
200 psi Working Pressure, Suitable for SDR9 to SDR17 Pipe 
¾" to 3" IPS Sizes 
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